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8.3 List of alarms 
 

Alarm Meaning Possible solutions 
AL-1 Door open * Check door micro switch. Inputs 1-2. 
AL-2 Filter cover 

open 
* Check cover micro switch. Inputs 3-4. 

AL-3 No flame * Check gas system. 
* Perform manual reset. 
* Check that the pressure is correct. 
* Inputs 15-17 

AL-4 Pressure drop 
failure or 
insufficient 
air flow 

* Inputs 5-6 20 s safety time. 

AL-5 Fan motor 
overload 

* Circuit breaker built into motor. Inputs 11-12 

AL-6 Overheating 
or variator 
problem 

* When the safety thermostat disconnects the heating or the 
variator has stopped or is faulty. 
* Check ventilation system.    
* Check gas pressure is correct. 
* If the variator is faulty, it should be repaired or replaced. 

AL-7 Dirty filter * Clean the filter. More than 10 hours have passed since last filter 
clean. 
* Clean filter more regularly, do not reach this point. 

AL-8 Drive * Impulse not detected in inputs 9-10 for 15 s. 
AL-9 Probe alarm Three possible causes: 

x Probe 1 or probe 2 disconnected. 
x Probe 1 or probe 2 out of operating range. 
x Humidity probe disconnected or option not obtained. 

AL-10 Service Debt control time finished. Disconnect Debt control. 
AL-11 Sprinkler 

system 
activated 

*The temperature inside the drum is too high or has increased 
significantly in a very short space of time. 

 

 
 

 
 
 


